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AMENDMENTS TO THE CLAIMS 



1 . - 53. (Cancelled) 



54. (Currently Amended) A composition us u i 

conditioning system na— lYf-v •- :•■■=- u v comprising: 

(a) at least about 50% by weight of a fluorinated propene having no 
substantial acute toxicity, said fiuorinated propene comprising 1,1,1,2- 
tetrafluoropropene (HFO-1234yf); and 

(b) at least one - s s ^ lubricant in the form of a homopolymer 
or co-polymer consisting of 2 or more oxypropylene groups and having a 
viscosity of from about 10 to about 200 centistokes at about 37°C 

&d}u¥afs^setes$ed--ff©m--^ 3 > «p it bi a s 

surfactants, so i ubi ii z i ng agents, d i spers i ng agents, cell etebifeefSr 



55. (Original) The composition of claim 54 having a Global Warming Potential 
(GWP) of not greater than about 1 50. 



56. - 60. (Cancelled) 



61 . (Currently Amended) The A heat transfer composition gjc\mn54Jur&^ 
comprising u ^ ^ v x ^ ^ at 

least one N ^ , 



62. (Currently Amended) The heat transfer composition of claim 51-64- 

wherein said v x o\ . N ' 

^ weig&i a s M lubricant is present in an amount of at least about 30% 
by weight. 



5 



Application No. 10/694,273 



Attorney Docket No. H0003965-4510 



63. (Currently Amended) : ^ NN of , N ^ % v ax n n . 

64. (Currently Amended) ' \ ,v j. % ° 

KHlseny n jn amoyntpf , about 20% bj* we* 




65. (Currently Amended) The composition of claim 5^ wh^ty , v 
present in an amount of about 50% by weight of the composition A 
stefftef&eefflftosteefHSQ^ 
adfB vaRt-mekjd e s-a^ e ast^ro 

66. -68. (Cancelled) 

69. (Previously Presented) The composition of claim 54 wherein said 
composition is non-flammable. 

70. - 75 (Cancelled) 

76. (Previously Presented) The composition of claim 54 having a Global 
Warming Potential (GWP) of not greater than about 100. 

77. (Previously Presented) The composition of claim 54 having a Global 
Warming Potential (GWP) of not greater than about 75. 

78. (Cancelled) 



6 



Application No. 10/694,273 



Attorney Docket No. H0003965-4510 



79. (Previously Presented) The composition of claim 54 having an ODP of 
not greater than about 0.02. 

80. (Cancelled) 

81 . (Currently Amended) The composition of claim 54 wherein sai4 
comprises at least about 70 % by weight of the composition. 

82. (Previously Presented) The composition of claim 61 wherein said 
compataibilizer is selected from the group consisting of propane, butane, 
pentane, and combinations of these. 

83. -84. (Cancelled) 

85. (Previously Presented) The composition of claim 61 comprising 
comjgate amounts of from about 0.5 to about 5 
percent by weight of the composition. 

86. - 90. Canceled 

91. (Currently Amended) The composition of claim 54 ■> \ ,\ c , N . N \ 



92. (Currently Amended) The composition of claim 54 N . ^ O N relative 
to HFC-134a of about 1 A¥?ws*vsal444P^4334y^ 
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93. (Currently Amended) The A «\ .3, . , , v composition of 

claim 54 safe ^rkf&f-sn* comprising lubricant in an amount of from about 
30 to about 50% by weight. 



94. (Currently Amended) The composition of claim 54 t| ej comprising 
a surfactant and a solubilizing agent. 



95. (Currently Amended) The composition of claim 54 € 
wherein said lubricant \ \, 003:5 " - 1 

gfeu^-eof^istiflQ-of polyol esters 



(Currently Amended) The composition of claim 5485 h 

Relative cG,\ "\\ relative to based on HFC-134a of about 1 ' v aj ig 



97. Cancelled 



98. (Currently Amended) The composition of claim 1 48§ wherein said 

composition has one liquid phase at at least one temperature between 
about -50°C and +70°C. 



99. (Currently Amended) The composition of claim 54 eompf4sfflg--lubf4eaBt 
&r4 being stable when in contact with aluminum, steel and copper under 
the conditions of use in refrigeration and air conditioning systems. 



100.-129. (Cancelled) 
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1 30. (New) The composition of claim 54 wherein said fluorinated propene 
consists essentially of HFO-1234yf. 

1 31 . (New) The composition of claim 54 wherein said lubricant has a viscosity 
of from about 30 to about 1 50 centistokes at about 37°C 

132. (New) The composition of claim 131 wherein said fluorinated propene 
consists essentially of HFO-1234yf. 
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